	61:08:09:02.  Schedule of inspections. An inspector shall conduct an initial inspection of each historic boiler during the first year following March 10, 1997. The initial inspection shall include an ultrasonic examination conducted pursuant to Article 4, Section V, 2001 ASME Boiler & Pressure Vessel Code, an internal inspection conducted pursuant to § 61:08:09:05, and an external inspection pursuant to § 61:08:09:31.

	During the second year following March 10, 1997, an inspector shall conduct a hydrostatic test pursuant to § 61:08:09:24.

	During the third year following March 10, 1997, and every sixth year thereafter, an inspector shall conduct a hydrostatic test or an external inspection.

	During the sixth year following March 10, 1997, and every sixth year thereafter, an inspector shall conduct an ultrasonic examination or an internal inspection.

	Additional tests may be performed at any time an inspector considers it necessary for continued safe operation of the boiler.

	Source: 23 SDR 139, effective March 5, 1997; 30 SDR 48, effective October 16, 2003.
	General Authority: SDCL 34-29A-14.1.
	Law Implemented: SDCL 34-29A-14.1.

	Reference: Section V, 2001 ASME Boiler & Pressure Vessel Code. Copies may be obtained from the American Society of Mechanical Engineers, 22 Law Drive, P.O. Box 2900, Fairfield, NJ 07007-2900. Cost is $290 plus handling charges.

