	67:16:25:04.03.  Wheelchair transportation -- Required vehicle equipment. Each vehicle used for wheelchair transportation services musts contain the following equipment:

	(1)  A dry chemical fire extinguisher with not less than a 5B:C rating. The extinguisher must have a tag that indicates that it has been serviced within the preceding year. The fire extinguisher must be securely mounted in a bracket and readily accessible to the driver;

	(2)  An emergency first aid kit. The kit must be kept in a dustproof container, labeled "First Aid," and contain at least six four-inch by four-inch sterile gauze pads, two soft roll bandages three inches to six inches by five yards, adhesive tape, and scissors;

	(3)  Equipment capable of establishing and maintaining two-way communication, such as a citizen's band radio or a cellular phone;

	(4)  A working flashlight;

	(5)  A removable and moisture proof body fluid clean-up kit;

	(6)  From October 1 to April 30, inclusive, an ice scraper;

	(7)  A blanket;

	(8)  Three emergency warning triangles. Both faces of each triangle must consist of red reflective and orange fluorescent material. Each of the three sides of the triangular device must be 17 to 22 inches long and two to three inches wide. The warning device must be designed to be erected and replaced in its container without the use of tools. Each device must have instructions for its erection and display. All edges must be rounded or chamfered, as necessary, to reduce the possibility of cutting or harming the user. The device must consist entirely of the triangular portion and attachments necessary for its support and enclosure, without additional visible shapes or attachments. The units must be kept clean and in good repair and stored so they are readily available if needed;

	(9)  If the vehicle is equipped with an interior fuse box, extra fuses;

	(10)  If the vehicle carries wheelchairs, securement devices that meet the requirements of § 67:16:25:04.04 and a copy of the manufacturer's instructions on the proper use of the securement devices;

	(11)  If the vehicle is equipped with a wheelchair securement device, a tool designed and used for cutting a securement strap. The tool may not have an exposed sharp edge or be of a type that could be used as a weapon;

	(12)  If the vehicle is equipped with a ramp, the ramp must have a slip-proof surface to provide traction. One end of the ramp must be secured to the floor of the vehicle when the ramp is in use.
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